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Spectrum Test Report

1.0=29.966mW/nm
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Spectrum CIE1931 EVERFINE

x = 0.3289 y = 0.3202
CCT = 5673K

Color Parameters:
Chromaticity Coordinate:x=0.3289  y=0.3202/u'=0.2127 v'=0.4660
CCT=5673K(Duv=-0.0095) Dominant WL:Ld =-566.1nm Purity=5.3%
Ratio:R=20.8% G=71.8% B=7.4% Peak WL:Lp=464.1nm  FWHM=31.8nm
Render Index:Ra=78.0  
R1 =70 R2 =80 R3 =94 R4 =77 R5 =74 R6 =75 R7 =87
R8 =66 R9 =5 R10=60 R11=71 R12=67 R13=71 R14=95 R15=65
Photo Parameters:
Flux  = 966.4 lm   Eff. : 56.03 lm/W  Fe  = 3.663 W
 Scotopic:2417.5 S/P:2.5015
Photosynthetic:PPF:16.356umol/s PRF:3561.6mW(400-700nm)

Electrical parameters:
V = 23.998 V     I = 0.7188 A    P = 17.25 W PF = 1.000
LEVEL:OUT        WHITE:OUT
Status:  Integral T = 212 ms  Ip = 51004 (78%)

GBT5702

Model:60D 24V 17W RGB2400K6000K No.204
Date:2021-12-23
Humidity:%

Tester: 
Temperature:Deg 
Manufacturer:Unitop Remark:R361 GB331 W151 CW221 21991A1 E5
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Spectrum Test Report

1.0=7.301mW/nm

380 480 580 680 780
Wavelength(nm)
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x = 0.4769 y = 0.4040
CCT = 2430K

Color Parameters:
Chromaticity Coordinate:x=0.4769  y=0.4040/u'=0.2767 v'=0.5274
CCT=2430K(Duv=-0.0034) Dominant WL:Ld =586.8nm Purity=64.4%
Ratio:R=27.7% G=70.6% B=1.6% Peak WL:Lp=616.9nm  FWHM=130.4nm
Render Index:Ra=83.0  
R1 =82 R2 =91 R3 =97 R4 =79 R5 =81 R6 =88 R7 =83
R8 =64 R9 =25 R10=79 R11=76 R12=71 R13=84 R14=98 R15=77
Photo Parameters:
Flux  = 317.6 lm   Eff. : 80.06 lm/W  Fe  = 1.104 W
 Scotopic:340.02 S/P:1.0707
Photosynthetic:PPF:5.1049umol/s PRF:1028.3mW(400-700nm)

Electrical parameters:
V = 23.998 V     I = 0.1653 A    P = 3.967 W PF = 1.000
LEVEL:OUT        WHITE:OUT
Status:  Integral T = 690 ms  Ip = 51099 (78%)

GBT5702

No.205
Date:2021-12-23
Humidity:%

Model:W2400K Tester: 
Temperature:Deg 
Manufacturer:Unitop

Remark: 
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Spectrum Test Report

1.0=14.514mW/nm

380 480 580 680 780
Wavelength(nm)
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Spectrum CIE1931 EVERFINE

x = 0.3067 y = 0.3284
CCT = 6846K

Color Parameters:
Chromaticity Coordinate:x=0.3067  y=0.3284/u'=0.1939 v'=0.4671
CCT=6846K(Duv=0.0060) Dominant WL:Ld =489.3nm Purity=9.4%
Ratio:R=13.0% G=80.7% B=6.3% Peak WL:Lp=453.9nm  FWHM=20.3nm
Render Index:Ra=83.9  
R1 =82 R2 =90 R3 =93 R4 =80 R5 =81 R6 =85 R7 =88
R8 =71 R9 =15 R10=76 R11=79 R12=54 R13=85 R14=97 R15=78
Photo Parameters:
Flux  = 380.7 lm   Eff. : 95.67 lm/W  Fe  = 1.253 W
 Scotopic:895.72 S/P:2.3531
Photosynthetic:PPF:5.5143umol/s PRF:1229.4mW(400-700nm)

Electrical parameters:
V = 23.998 V     I = 0.1658 A    P = 3.979 W PF = 1.000
LEVEL:OUT        WHITE:ANSI_6500K
Status:  Integral T = 414 ms  Ip = 34400 (52%)

GBT5702

Model:W6000K No.206
Tester: Date:2021-12-23
Temperature:Deg Humidity:%
Manufacturer: Remark: 

利用 pdfFactory Pro 测试版本创建的PDF文档 www.pdffactory.com

http://www.pdffactory.com
http://www.pdffactory.com


EVERFINE CAS-200 Test Report 4 Of 7 

Spectrum Test Report

1.0=21.606mW/nm

380 480 580 680 780
Wavelength(nm)
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Spectrum CIE1931 EVERFINE

x = 0.2669 y = 0.2587
CCT = 16080K

Color Parameters:
Chromaticity Coordinate:x=0.2669  y=0.2587/u'=0.1917 v'=0.4179
CCT=16080K(Duv=-0.0069) Dominant WL:Ld =474.5nm Purity=29.9%
Ratio:R=26.7% G=59.7% B=13.6% Peak WL:Lp=466.0nm  FWHM=22.3nm
Render Index:Ra=21.5  
R1 =-3 R2 =35 R3 =62 R4 =19 R5 =21 R6 =29 R7 =45
R8 =-37 R9 =-295 R10=-55 R11=4 R12=34 R13=2 R14=74 R15=-23
Photo Parameters:
Flux  = 299.3 lm   Eff. : 33.50 lm/W  Fe  = 1.389 W
 Scotopic:1201.5 S/P:4.0148
Photosynthetic:PPF:6.1432umol/s PRF:1385.8mW(400-700nm)

Electrical parameters:
V = 23.998 V     I = 0.3722 A    P = 8.932 W PF = 1.000
LEVEL:OUT        WHITE:OUT
Status:  Integral T = 248 ms  Ip = 44941 (69%)

GBT5702

Model:RGB No.207
Tester: Date:2021-12-23
Temperature:Deg Humidity:%
Manufacturer: Remark: 
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Spectrum Test Report

1.0=10.619mW/nm

380 480 580 680 780
Wavelength(nm)
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x = 0.1446 y = 0.7226
CCT = 8265K

Color Parameters:
Chromaticity Coordinate:x=0.1446  y=0.7226/u'=0.0508 v'=0.5714
CCT=8265K(Duv=0.1643) Dominant WL:Ld =522.2nm Purity=77.9%
Ratio:R=0.2% G=97.0% B=2.8% Peak WL:Lp=515.9nm  FWHM=29.2nm
Render Index:Ra=-26.3  
R1 =-36 R2 =-11 R3 =-28 R4 =-65 R5 =-9 R6 =-19 R7 =-10
R8 =-33 R9 =-355 R10=-111 R11=-94 R12=-35 R13=-43 R14=36 R15=-32
Photo Parameters:
Flux  = 172.3 lm   Eff. : 65.68 lm/W  Fe  = 378.7 mW
 Scotopic:542.06 S/P:3.1462
Photosynthetic:PPF:1.6406umol/s PRF:376.89mW(400-700nm)

Electrical parameters:
V = 23.998 V     I = 0.1093 A    P = 2.623 W PF = 1.000
LEVEL:OUT        WHITE:OUT
Status:  Integral T = 468 ms  Ip = 51009 (78%)

GBT5702

Model:G No.208
Tester: Date:2021-12-23
Temperature:Deg Humidity:%
Manufacturer: Remark: 
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Spectrum Test Report

1.0=21.194mW/nm

380 480 580 680 780
Wavelength(nm)
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Spectrum CIE1931 EVERFINE

x = 0.6919 y = 0.3066
CCT = 1001K

Color Parameters:
Chromaticity Coordinate:x=0.6919  y=0.3066/u'=0.5227 v'=0.5211
CCT=1001K(Duv=-0.0751) Dominant WL:Ld =620.9nm Purity=99.6%
Ratio:R=95.3% G=4.7% B=0.0% Peak WL:Lp=630.9nm  FWHM=16.5nm
Render Index:Ra=16.6  
R1 =9 R2 =79 R3 =32 R4 =-23 R5 =4 R6 =91 R7 =7
R8 =-66 R9 =-216 R10=73 R11=-11 R12=79 R13=32 R14=61 R15=-31
Photo Parameters:
Flux  = 89.60 lm   Eff. : 23.75 lm/W  Fe  = 432.3 mW
 Scotopic:5.4588 S/P:0.060922
Photosynthetic:PPF:2.2519umol/s PRF:430.44mW(400-700nm)

Electrical parameters:
V = 23.998 V     I = 0.1572 A    P = 3.772 W PF = 1.000
LEVEL:OUT        WHITE:OUT
Status:  Integral T = 232 ms  Ip = 44886 (68%)

GBT5702

Model: R No.209
Tester: Date:2021-12-23
Temperature:Deg Humidity:%
Manufacturer: Remark: 
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Spectrum Test Report

1.0=22.189mW/nm

380 480 580 680 780
Wavelength(nm)
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x = 0.1320 y = 0.0658
CCT >= 100000K

Color Parameters:
Chromaticity Coordinate:x=0.1320  y=0.0658/u'=0.1497 v'=0.1681
CCT=100000K(Duv=-0.1570) Dominant WL:Ld =469.7nm Purity=96.6%
Ratio:R=0.4% G=16.0% B=83.5% Peak WL:Lp=465.3nm  FWHM=21.3nm
Render Index:Ra=-48.1  
R1 =-15 R2 =-41 R3 =-128 R4 =-78 R5 =3 R6 =-51 R7 =-41
R8 =-33 R9 =-279 R10=-220 R11=-109 R12=-97 R13=-34 R14=-27 R15=-0
Photo Parameters:
Flux  = 42.70 lm   Eff. : 17.76 lm/W  Fe  = 594.3 mW
 Scotopic:652.89 S/P:15.291
Photosynthetic:PPF:2.3159umol/s PRF:592.18mW(400-700nm)

Electrical parameters:
V = 23.998 V     I = 0.1002 A    P = 2.405 W PF = 1.000
LEVEL:OUT        WHITE:OUT
Status:  Integral T = 374 ms  Ip = 51106 (78%)

GBT5702

Model:B No.210
Tester: Date:2021-12-23
Temperature:Deg Humidity:%
Manufacturer: Remark: 
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